lel159od

10913

SOIUO

'P17°°0D Alsnpul

Flash xenon beacon Audible

Bells Characteristic Audible

electronic Piezo Siren  Manual

Call Point  Industry Audible B '57‘0/
Flash xenon beacon Industry Acoustic
Audible Buzzer Audible Bells
Characteristic Industry Audible Aesthetic design
Buzzer Audible electronic Piezo Built in quality
Siren  Manual Call Point In-

dustry Audible Buzzer Door i
phone Flash xenon beacon I
Audible Bells Characteristic '
Audible electronic Piezo Siren
Manual Call Poi

dible Flast

Audible Bells

Audible electrc

Manual Call Poi

dible Flash xel

dible Bells Chg v~
dible electron
Manual Call Poi _
dible Flash xel
dible Bells Che = =
dible electron

Manual Call Poi

dible Flash xe

dible Bells Characteristic Au-
dible electronic Piezo Siren
Manual Call Point Industry Au-
dible Flash xenon beacon In-
dustry Audible Buzzer Audible
Bells Characteristic Audible
electronic Piezo Siren  Manual
Call Point Audible Bells Char- g
acteristic  Audible electronic §#
Piezo Siren  Manual Call Point ig
Industry Audible Flash xenon
beacon Audible Bells Charac- §
teristic Industry Audible Flash |

e ———

e S s bt

I A = v o = o =
¥ F 8 ¥ Fv oy

xenon beacon Audible electronic i

Piezo Siren  Manual Call Point 1 i PR &7 SO |
: T e AL IR
Industry Audible  Flash xenon e & NN NN ] « B

beacon Audible Bells Charac-™=

—

teristic Audible electronic Piezo



QS9000 & 1S09001:2000 INIE, ;I H AT T AL

S5EEBFEEIRE=EFAE. BRBFGT, ABREEHRANROFIEMELSEREH.

Flash xenon beacon
BBL Series

Type Voltage Flash Rate Current
BBL-12VDC/1W 12v 100-140t/min | 150mA
BBL-12VDC/2W 12v 50-80t/min 200mA
BBL-24VDC/1W 24V 50-80t/min 50mA
BBL-24VDC/2W 24V 50-80t/min 100mA
BBL-48VAC&DC 48V 50-80t/min 100mA
BBL-115VAC 115VAC 50-80t/min 35mA
BBL-230VAC 230V 50-80t/min 25mA

Len’s Color: Red, Blue, Green, Amber, Clear
Operation Temperature: -20~+70°C

Piezo Siren
BPT-380X Series
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Multi-tone electronic
sounder

B/SE 0108-2

Characteristic
% Electrical and Mechanical Characteristics

Type Voltage |Frequency|Current | SPL Tone Nature
BPT-380X-S 12v 2900Hz | 20mA | 85dB | Continuous + Fast Pulse
BPT-380X-S24 24V 2900Hz | 20mA | 82dB | Continuous + Fast Pulse
BPT-380XA24V | 24VDC/AC | 2900Hz | 20mA | 95dB Fast Pulse
BPT-380XA115V | 115VDC/AC| 2900Hz | 20mA | 80dB Fast Pulse
BPT-380XA230 |230VVD/AC| 2900Hz | 20mA | 80dB Fast Pulse

Note: Voltage & Tone Nature can according to customer’s requirement.
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No. Item Specifications
1. Rated Voltage(VDC) 12V/24v
2. Operating Voltage(VDC) 10-30V
3. Current consunption (mA) max. at 24V 32
4. Sound Output(dB) @1m distance/tone 5 100/12Vv
5. Environmental Protection IP54
6. Operating Temperature(C) -40~+70
7. Material of Housing ABS 20
No.| Code | Frequency Hz.| Mod. [Ton | Designation [SPL/i2v | 1/12v | SPL2av| 1/24v T°gf£ii”'
1. | 000 Ssa’:)et‘ng;% Hz |6 “g:fgg? 9 12 105 23 1.0
2. | oot c"’;‘g’;‘fus - | @ = 104 14 12 30
3. | 010 ng(v)iip;';%o 7Hz | 2 |FastSweep| 99 12 105 2 | 0143
4. | o11 Sﬁgfsig‘go 0.33Hz | 6 |SlowWhoop| 98 12 104 23 | 3005
5. | 100 EB”S?S"S"& 1Hz | 6 | DINTone | 100 u 104 23 1.0
6. | 101 00”;‘;‘80“5 - |6 5 100 n 104 23
7. | 10 c’)*gfgg;“g"fo - |8 5 9 1 105 23 [050515
8. | 111 | Atternating - | @ - 106 14 12 32 [050515
Piezo Siren
BPS Series
Size 38x60mm
Operating Voltage(DC) 9~3V
*Current Consumption < 300mA
*Sound Pressure Level(at rated voltage) 110dB
*Resonant Frequency 3000
Housing color black/green/white
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Audible Bells Manual Call Point
BFB-612 LXhs18

Size 2152 x 58
Rated Voltage 12VDC ltem Specifications
Operation Voltage 8~16VDC Operating Voltage 10~-30VDC
Rated Current at 12VDC Max 100mA Operation Direct-"Press To Break Glass”
Sound Output at 12VDC 93~95dB Microswitch Single pole changeover 24V/2A
Operating Temperature 0~49C Ingress Protection IP53 or IP65
Color Red or Gray Dimensions 89 x 89 x 56
Housing Colour red
Remote Indicator Confirmation of alarm Red response LED
LED-01 — e S Standard Accessories Test tool for periodic testing
/ Optional Accessories Multi Language Instruction Plate
“' FIRE Client specific protocol
““ = s -
DETECTOR
ACTIVATED Industry Audible Buzzer

Supply voltage, 5-35VDC
Current dependant on voltage
(Supply may be connected through resistor or direct to LED)

Door Phone
BDP-01
=
< Model | Sound Type Frequency(Hz)| Output Level(dB)
Z-1 Continuous Buzzer 100 97
ZE-1 Continuous Buzzer 100 97

SE-600| 4 Different Sounds
2 Continuous & 2 Modulated

2500 + 200 100

Voltage Available/Power consumption

Rated Voltage 12v

Operating Voltage 8~16 DC(A) AC(A)

Rated Current max 100mA Model | 12V | 24V | 24V | 48V | 110V | 240V
Sound Output at 0.5m 88~90dB Z-1 06 (03 |01 0.1
Receive Sensitivity -38 + /-2 ZE-1 06 |03 (01 |0.06
Operating temperature -20~70 SE-600| 0.02 | 0.02 [ 0.7 004 | 01
Color white
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BESTAR ELECTRONICS INDUSTRY CO.,LTD.

Add: Tian-an Industry Park,High-new-tech Development

District Changzhou,P.R.China
Domestic Tel: 86-519-5120206 Fax: 86-519-5131010
Oversea Tel: 86-519-5101830 Fax: 86-519-5112871
P.C: 213022
E-mail: wu@be-star.com

bestarco@pub.cz.jsinfo.net

http: //www.be-star.com
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